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Prepress specifications

1. General Specifications

- e-mail for artwork: prepress@bopack.com

- FTP please contact your representative at Customer Service (Tel. +32 (0) 3 355 18 38)

	 Compress the files when using FTP ( eg. Zip)

- Only supply the files which need to be printed

- Do not use foreign characters for naming files.

  Following characters are allowed _ and –

- All fonts, scans, and other imports should be included in the file.

- Resolution for images: 300 dpi (at actual size)

- Only use Photoshop for images, not for layout.

- No RGB colours

- In case of bleed, the image must exceed the actual edge of the label by 5mm

- Images and logos must be supplied at actual size.

- Barcode: 	 - respect the clear area around the barcode. 

		  - size between min.  80% and max. 200%.

 		  - bar width reduction is 0.04 mm.

- Please supply a colour proof 

- Label must have the correct size and the right colour indications.

- Dot values from 2% to 100% for flexo printing and typo printing.

- Negative text: set to bold  - corps: min 5 pts

- Line thickness placed negative minimum 0.25 mm

- Line thickness placed positive minimum 0.15 mm

- Synchronize colour settings using Adobe Bridge: bopack2009.csf

	 Download specs on www.bopack.com (see Prepress Belgium)

2. Pdf conditions

- PDF without active security settings.

- PDF version 1.4 or later

- PDF can not be produced by Writer or  Adobe PDF Distiller

- Generate PDF in Adobe Illustrator using “save as”

- Generate PDF in Indesign using “export pdf”

- Fonts need to be embedded

- Generate PDF by using the bopack Joboptions : bopack.joboptions

	 Downloads on www.bopack.com (see Prepress Belgium)
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Prepress specifi cations

3. Specifi cations for Labels

3.1. Programs

- Illustrator CS4
- Indesign CS4
- Artpro 9.0
- Pdf (see 2. Pdf conditions)

3.2. Sample Label layout

A Details: size + colours must be specifi ed

B Colour of diecutter (edge) must be a separate colour which is not used in the label

C Text or important information must be placed 1 mm out of range of the edge of the label. 

D Bleed should be at least 5 mm
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Prepress specifi cations

4. Specifi cations for shrink sleeves

4.1. Programs

- Illustrator CS4 (native, so only .ai fi les)
- NO INDESIGN, ARTPRO OR PDF FILES
  (exceptions to be discussed with Customer Service)

4.2. Example layout for shrink sleeves

A Details: size + colours must be specifi ed

B Colour of perforation and folding lines must a separate colour which is not used in the label

C Maximum area for text and images

D Vertical position of the barcode must be respected (in relation to the shrinking of the foil)
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Prepress specifi cations

5. Specifi cations for book Labels

5.1. Programs

- Illustrator CS4
- Indesign CS4
- Artpro 9.0
- Pdf (see 2. Pdf conditions)

5.2. Sample layout book Label

For question on the folding plan please contact Customer Service

A Details: size + colours must be specifi ed

B Colour of the cutting forms and folding line must have a separate colour which is not used in the label

C Text or important information must be placed 3 mm out of range of the edge of the label.

D Bleed should be at least 1.5 mm

E The cover page should have an overlap of 1mm over the folding line on the left and right.


